Community Development Department

g',é City Hall
a€qn 101 First Street SE
CEDARYRAPIDS Cedar Rapids, IA 52401
City of Five Seasons® Telephone: (319) 286-5041

FAX: (319) 286-5130

CZECH BOHEMIA DESIGN REVIEW TECHNICAL ADVISORY COMMITTEE MEETING
December 5, 2016 1 4:00 P.M.
Greene Square Conference Room
City Services Center | 500 15" Avenue SW

AGENDA

Action/Discussion Items

1. 1305 3™ Street SE
Little Woods Newbo, LLC (applicant)
e Preliminary Site Development Plan & Fagade Review

2. 1612 C Street SW
Ultimate Body Shaping & Tanning Studio (applicant)
e Sign Permit Application

Anyone who requires an auxiliary aid or service for effective communication, or a modification of
policies or procedures to participate in a City program, service, or activity, should contact
Kirsty Sanchez at 319-286-5132 or email k.sanchez@cedar-rapids.org as soon as possible
but no later than 48 hours before the event.



mailto:k.sanchez@cedar-rapids.org

Community Development Department

&\‘& City Hall

4‘ P 101 First Street SE

Cedar Rapids, 1A 52401

CEDAR RAP IDS Telephone: (319) 286-5168

City of Five Seasons®

DESIGN REVIEW TECHNICAL ADVISORY COMMITTEE STAFF REPORT

Date: December 5, 2016

Applicant: Bart Woods / Little Woods Newbo LLC City of Cedar
Owner: Rapids

Location: 1305 3" Street SE

Request: Preliminary Site Development Plan & Fagade Review
Date Application Received: November 28, 2016

EXECUTIVE SUMMARY

The subject property is located at 1305 3™ Street SE and is zoned C-3, Regional Commercial
Zone District. The applicant is proposing a relocation of the White Elephant from its former
location at 1010 3" Street SE. The structure has 719 s.f. of retail space on the main floor with a
505 s.f. residential 2" floor. A 241 s.f. single story addition is proposed at the rear of the
building.

This case will go before City Planning Commission on December 8, 2016. The applicant is
seeking recommendations from the Design Review Technical Advisory Committee.

STAFEF RECOMMENDATION

Using the attached Overlay District Requirements, the Design Review Technical Advisory
Committee shall provide recommendations on the project.



Standard

Meets Standard

Yy | N [N/A

Comments

SECTION I: Building Massing, Orientation, & Site Design

(a) Commercial buildings shall be constructed with a 10 foot
maximum setback (including building plinths). New
construction should be pedestrian friendly.

Project meets this standard.

(b) Multi-family buildings shall be constructed with setbacks
that lie within the established setback range of the district
with care taken to existing buildings on the block.

Not applicable to request.

(c) Buildings shall be placed close to streets, drives and
other buildings. Pedestrians shall be able to easily travel
between buildings on clearly defined pedestrian paths, not
parking lot driveways.

Project meets this standard.

(d) Service/loading areas should not be located near
primary entrances to buildings.

Project meets this standard.

(e) Building shall be oriented towards the street with a
pedestrian entrance facing the street encouraged.

Project meets this standard.

(f) Building scale and massing shall maintain a relationship
with adjacent structures to create building street walls
along streets, drives and sidewalks where possible. Building
massing shall be consistent with the City’s Comprehensive
Plan, adjacent structures, and the character of the District.

Project meets this standard.

(g) Proposed facades wider than the established historic
range of the block upon which the proposed development is
to be located may be permitted, but design features shall be
included to mimic traditional building widths of 50 feet or
less. Changes in fagade material, building height, window
style or architectural detail are examples of techniques that
may be permitted to break up a fagade.

Not applicable to request.

(h) Multi-story buildings are encouraged. Single-story
commercial buildings shall take adjacent building heights
into consideration. These should be constructed with high
ceilings or parapet walls to create a greater feeling of
enclosure along the street and to compliment horizontal
elements of adjacent buildings.

Project meets this standard.

(i) Buildings shall hold the corners of intersections where
possible to enhance the sense of enclosure and pedestrian-
orientation of the commercial area. Building heights at the
corners of intersections may exceed those of the
surrounding block.

Not applicable to request.




Meets Standard

Standard Comments
Y N | N/A
(j) The required screening of mechanical, loading, trash, and Project meets this standard.
utilities shall complement materials used on the adjacent
building. Brick or decorative stone in combination with X

decorative fencing and landscaping is preferred.

(k) Site plans should conform to the Pedestrian Friendly Site
Design standards of the Commercial and Office Building
Placement Guidelines section of the ordinance.

Project meets this standard.

() Parking should be located behind buildings when feasible.
Parking lots adjacent to sidewalks are discouraged.
Additional landscaping and architectural elements shall be
required for parking lots adjacent to sidewalks to help
contribute to an attractive streetscape.

Project meets this standard.

(m) Where feasible, parking lots shall be linked between
sites to reduce the need for district visitors to drive
between adjacent stores and services. Shared parking
between parcels is encouraged, and parking should be
coordinated and signed appropriately to avoid user
confusion.

Project does not meet this standard.

SECTION Il: Building Design

(a) Building design and architectural style create and
enhance the character of the Czech Bohemia Overlay
District for pedestrians and motorists. A range of
architectural styles is preferred. However, all buildings
should be designed with common elements:

(i) Open glass storefronts (where retail is provided) or
public entrances (other non-residential development)
Required for street frontages. Encouraged for interior
elevations.

Project meets this standard.

(ii) Clearly defined entrances to ground and upper
floors (if applicable)
Required for street frontages and interior elevations.

Project meets this standard.

(iii) Sign bands and awnings incorporated into the
design and scale of the buildings

Required for street frontages and interior
elevations. Encouraged for lot line elevations.

Project meets this standard.

(iv) Upper floor windows
Required for street frontages and interior
elevations.

Project meets this standard.
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Meets Standard

Y

N
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Comments

(b) Variations in rooflines are encouraged add interest to
buildings and reduce the massive scale of large buildings.
Buildings which are taller that adjacent structures by more
than 1 story should consider the use of upper-floor
setbacks, dormers or other architectural features to soften
the transition between structures.

Each site is unique and the use of transitional architectural
elements may not be necessary in all cases. Developers are
encouraged to consult with adjacent property owners as
part of the project development.

Required for street frontages. Encouraged for interior and
lot line elevations.

X

Project meets this standard.

(c) The top edge of the building shall be defined by a cornice
line or similar articulation.

Required for street frontages and interior elevations.
Encouraged for lot line elevations.

Project meets this standard.

(d) Windows and doors shall be located, spaced and aligned
on the building facade in a manner consistent with the
established context of the block.

Required for street frontages. Encouraged for interior
elevations.

Project meets this standard.

(e) The sizes of windows and doors shall be consistent with
the proportions of historic buildings in the District.
Required for street frontages. Encouraged for interior
elevations.

Project meets this standard.

(f) Highly reflective, opaque or darkly tinted glass shall not
be used for windows or doors around public entrances.
Required for street frontages and interior

elevations.

Project meets this standard.

(g) Rear building entrances and facades shall be designed in
a manner consistent with the front and a side facade,
especially when parking is behind buildings.

Required for interior elevations. Encouraged for lot line
elevations.

Project meets this standard.

(h) Entrances into commercial buildings should not be
recessed more than five feet from the exterior building wall.
Required for street frontages and interior elevations.

Project meets this standard.
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(i) Buildings shall primarily be constructed of high-quality
materials such as brick, stone, split face block masonry,
architectural paneling, and glass. Exterior finish insulation
systems (EFIS), stucco and vinyl may be used on upper
floors but use should be limited on the ground level.
Concrete block, metal or plywood should not be used on
building facades or on walls that are visible from streets,
driveways, sidewalks or parking areas.

Required for street frontages and interior elevations.
Encouraged for lot line elevations.

X

Project meets this standard.

(j) At a minimum 60% of the building elevation dedicated to
non-residential uses should be windows, doors, and
fenestration.

Residential elevations may have smaller window sections.
To the extent possible street-facing facades should meet
this requirement. Windowless walls necessary due to the
function of the building should be placed along interior
elevations.

Required for street frontages. Encouraged for interior
elevations.

Project meets this standard.

SECTION Ill: Site Furnishings & Landscaping

(a) Visual continuity within the district is important. Site
furnishings and other amenities significantly contribute to
the overall image of the district. Site furnishings should be
made of quality materials and complement the character of
the District. These elements include approved benches,
waste receptacles, planters, railings, bollards, bike racks,
and tree grates.

As streetscape projects occur within the Czech Bohemia
Overlay District a standardized style of street furnishing
may be developed. At this time there are no approved, or
preferred bench styles within the district. Projects adjacent
to recent streetscape projects are encouraged to mimic the
style and type of on-street furnishings with any furnishing
provided on-site.

Not applicable to request.

X
(b) Site furnishings are encouraged to be provided in Not applicable to request.
pedestrian spaces such as building entrances, along
walkways and in pedestrian plazas and seating areas. X

(c) Fencing shall be constructed of compatible materials
that complement adjacent structures. The use of chain link
fencing is not permitted within the Overlay District.

Not applicable to request.
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Comments

SECTION IV: Signage

(a) New signage shall respect the size, scale, and design of
the building to which it is attached, and the buildings of the
surrounding District. New signage shall not obscure
significant architectural details of a historic structure.

Not applicable to request.

(b) All freestanding signs shall be low in height and placed
within planting areas that are coordinated with the overall
design of the site. Small directional signs under 6 square
feet are not required to be in planting areas.

Not applicable to request.

(c) Public art, sculpture, murals, etc. are encouraged in the
Czech Bohemia Overlay District.

Not applicable to request.

(d) Acceptable forms of signage include signs integrated into
or affixed flat against a building facade, wall signs,
projecting signs and monument signs. Other types of
signage, including pole signs, may be considered if
compatible with the unique character of the District.

Not applicable to request.
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LEGAL DESCRIPTION (BOOK 7749, PAGE 130):

SE-LY 3 OF LOT 7, BLOCK 32, O N HULLS
ADDITION TO THE CITY OF CEDAR RAPIDS, AND
SE-LY 3 OF LOT 7, BLOCK 32, J.C. MAY'S
ADDITION TO THE CITY OF CEDAR RAPIDS, IOWA

LOT IS ENTIRELY WITHIN THE SPECIAL HAZARD
FLOOD AREA ZONE AE AS SHOWN ON FEMA FLOOD
INSURANCE RATE MAP NO. 19113C0410D. THE
CALCULATED BASE FLOOD ELEVATION IS 721.80.
THE LOWEST FLOOR ELEVATION FOR NEW
CONSTRUCTION SHOULD BE AT LEAST ONE FOOT
ABOVE THE BASE FLOOD ELEVATION.

10
SCALE: 1"=20'

www.halleng.com
Checked by: KWD

LAND SURVEYING ® LAND DEVELOPMENT PLANNING

HALL & HALL ENGINEERS, INC.
Designed by: KWD | Drawn by: KWD

Leaders in Land Development Since 1953
CIVIL ENGINEERING ® LANDSCAPE ARCHITECTURE

1860 BOYSON ROAD, HIAWATHA, IOWA 52233
PHONE: (319) 362-9548 FAX: (319) 362-7595
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Community Development Department

&\‘& City Hall

4‘ P 101 First Street SE

Cedar Rapids, 1A 52401

CEDAR RAP IDS Telephone: (319) 286-5168

City of Five Seasons®

DESIGN REVIEW TECHNICAL ADVISORY COMMITTEE STAFF REPORT

Date: December 5, 2016

Applicant: Ultimate Body Shaping & Tanning Studio
Owner: Bob Schaffer

Location: 1612 C Street SW

Request: Sign Permit Review

Date Application Received: December 2, 2016

EXECUTIVE SUMMARY

The subject property is located at 1612 C Street SW and is zoned C-3, Regional Commercial
Zone District. The applicant is proposing to install a 42°” by 46°’ projecting sign.

The applicant is seeking recommendations from the Design Review Technical Advisory
Committee.

STAFF RECOMMENDATION

Using the attached Overlay District Requirements, the Design Review Technical Advisory
Committee shall provide recommendations on the project.



Standard

Meets Standard

Yy | N [N/A

Comments

SECTION IV: Signage

(a) New signage shall respect the size, scale, and design of
the building to which it is attached, and the buildings of the
surrounding District. New signage shall not obscure
significant architectural details of a historic structure.

(b) All freestanding signs shall be low in height and placed
within planting areas that are coordinated with the overall
design of the site. Small directional signs under 6 square
feet are not required to be in planting areas.

Not applicable to request.

(c) Public art, sculpture, murals, etc. are encouraged in the
Czech Bohemia Overlay District.

Not applicable to request.

(d) Acceptable forms of signage include signs integrated into
or affixed flat against a building facade, wall signs,
projecting signs and monument signs. Other types of
signage, including pole signs, may be considered if
compatible with the unique character of the District.




BUILDING/ZONING SERVICES ——

City of Cedar Rapids, lowa

1201-6th St SW FEE:
Cedar Rapids, |IA 52404

Zoning (319) 286-5836

Fax (319) 286-5830

APPLICATION for SIGN PERMIT

SITE PLAN MUST BE INCLUDED WITH APPLICATION SETBACKS ARE MEASURED FROM LOT LINES
SHOWING SIGN DIMENSIONS, HEIGHT ABOVE GRADE OR PROPOSED RIGHT-OF-WAYS, "NOT” CITY
AND ANY/ALL EXISTING SIGNAGE ON THE LOT SIDEWALKS, STREETS, CURBS, ALLEYS OR
(Site Plan Attached [/]) “FENCES". APPLICANT IS RESPONSIBLE FOR
Approval DOES NOT COVER OR PERMIT any signs, trim LOCATING LOT LINES. NO PERMANENT SIGN
or ornamentation, which Is not shown on the approved OR SIGN STRUCTURE SHALL BE LOCATED IN
drawings. (Artwork Attached[¢]) OR OVERHANG ONTO AN EASEMENT

Application is hereby made for a permit to do the following work.

KINSTALL [JREFACE [JREPAINT[JRELOCATE [[JON-PREMISE [JOFF-PREMISE []State Permit No.---ﬁrf-éﬁﬁ-ﬁc-é-ﬁéj----

[JOTHER DDOUBLE FACE [JTEMP SIGN (Valid for 1-yr), [] BANNER (valid for 1-yr, not to exceed 32 sq. ft. Installed & safely
secured lo the building wall or approved existing, permanent sign structure - with Zng approval,)

[CJAWNING [(JWALL [JGROUND [[JPOLE [_JPROJECTING [[JROOF [ JOTHER

[XIPRIMARY OCCUPANCY FRONTAGE, L ft. DPRIMARY LOT FRONTAGE, - ft.

[[JSECONDARY OCCUPANCY FRONTAGE, ft. [JSECONDARY LOT FRONTAGE, ft.
Note: Message center shall be limited to directing attention to a specific business, product, service, entertainment event or
activity, or other commercial activity that is sold, produced, manufactured, furnished or conducted at the property upon which the
sign is located. Message Center may also include time, temperature, weather information and non-commercial public service
messages.

Sign Location: _(€12- C-€t Sty , Cedar Rapids, lowa, for [ Jownerb<] occupant
Business & Contact name Ultiauty ﬁdi:ﬂ[m{ﬂmj > Jannias {fuém

Address: | €12 C St ¢/ Use District &3 Cere Alen
Type of business: [ljffl ¢S

SIGN: Surface area ‘/l“ ft. by ‘e":ﬁ-_“ ft., Area Lﬁt“sq. ft., Weight So Ibs. Thickness_gl-_ inches,
Ht. above grade (Vertical distance to botlom of sign) __{© ft., Overall ht. from grade_ /¢ ft., Projection é’f ¢ “_ ft.

In consideration for the approval of this application and the granting of a permit, we hereby agree to install the sign(s) in
compliance with applicable codes and regulations of the City of Cedar Rapids, lowa; the applicant further agrees that he will hold
said City harmless from any and all claims for damages of any kind or character, defend any action that may be brought against
said City, and pay all damages that may be assessed, including costs, should any damage occur through either the erection, use

or maintenance of said sign(s).
Sign Contractor: CR Stgns Signature;/%‘ﬁ Date !! —C(u/é

Electrical: U llluminated, L) Flashing, [] Steady lighting Contractor:

Traffic Engineer: Date:

Zoning Inspector; Date:

Other Review Comments:

Sign Code/Zoning Ordinance can be reviewed at www.cedar-rapids.org > Departments > Development > Zng Ord
Zoning e-mail address: zoning@cedar-rapids.org









