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W20-1 UPSTREAM TAPERS
MERGING TAPER L MINIMUM
CROSS STREET SIGNAGE SHIFTING TAPER 1/2 L MINIMUM
DETAIL SHOULDER TAPER 1/3 L MINIMUM
TWO—WAY TRAFFIC TAPER 100 FEET MAXIMUM
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(TO BE WEIGHTED)

GENERAL NOTES:

1. SPEED UMIT REFERS TO THE POSTED SPEED LIMIT BEFORE

CONSTRUCTION.

2. SIGN NOT REQUIRED ON DIVIDED ROADWAYS.
3. TAPERS SHALL NOT BE PLACED ACROSS INTERSECTIONS.
4. SEQUENCING ARROW REQUIRED UNLESS OTHERWISE NOTED IN

CONTRACT DOCUMENTS.

(USE IS OPTIONAL)

SPEED

40 MPH OR LESS

45 MPH OR GREATER

FORMULA

100 FEET MINIMUM

L=ws?
60
L=WxS

* L=TAPER LENGTH IN FEET.
W=WIDTH OF OFFSET IN FEET.

S=POSTED SPEED.

VI=3

ROAD TYPE D\S;ANCES BETWEEN S\C(:}NS
URBAN (LOW SPEED¥*) 200 200 200
URBAN (HIGH SPEED*) 550 350 350
RURAL 500 500 500
EXPRESSWAY/FREEWAY 1000 1600 | 2600
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