R1-2 W20-7a

USE DURING NIGHT DAYTIME ONLY W20—1
TIME LANE CLOSURES
SEE NOTE 4.
A B
| 1000 == | SEE VI-3 SEE VI-3
‘ MAX ‘ ‘
q
; g:; ! I i b =
__________ LIITIIII - _ - - N
NO PARKING
g SEE NOTE 1 ‘
\
B b A
SEE VI-3 | SEE VI-3
W20—1 W20—7q
DAYTIME ONLY
REPLACE WITH w20—4
"ONE LANE ROAD AHEAD”
DURING NIGHTTIME (TYP)
VI—-2

TAPER LENGTH CRITERIA FOR TEMPORARY
TRAFFIC CONTROL ZONES

TYPE OF TAPER TAPER LENGTH

LEGEND
UPSTREAM TAPERS

b TRAFFIC SIGN
<O TRAFFIC SIGNAL

E TYPE Il BARRICADE

MERGING TAPER
SHIFTING TAPER
SHOULDER TAPER

L MINIMUM
1/2 L MINIMUM
1/3 L MINIMUM

KK SEQUENCING
ARROW TYPE "A” I

FLAGGER

m WORK SPACE

TWO—-WAY TRAFFIC TAPER 100 FEET MAXIMUM

CHANNELIZING DEVICE (VERTICAL
PANEL, BARRELS, CONE,
TYPE | OR TYPE II BARRICADE)

(TO BE WEIGHTED)

DOWNSTREAM TAPERS

(USE IS OPTIONAL) 100 FEET MINIMUM

SPEED FORMULA

40 MPH OR LESS L=ws?
60

45 MPH OR GREATER L=WxS

* L=TAPER LENGTH IN FEET.
W=WIDTH OF OFFSET IN FEET.
S=POSTED SPEED.

GENERAL NOTES:

1. NO PARKING ON OPPOSITE SHOULDER WITHIN WORK SPACE,
TAPERS OR BUFFER SPACE.

2. SPEED LIMIT REFERS TO THE POSTED SPEED LIMIT BEFORE
CONSTRUCTION.

3. THE FLAGGER SHALL STOP TRAFFIC, ALTERNATING FROM
POSITIONS SHOWN. ROAD TYPE DISTANCES BETWEEN SIGNS
4. IF LANE CLOSURE MUST REMAIN IN PLACE DURING NIGHTTIME A B C
HOURS, MODIFY SIGNAGE AS NOTED. THIS LAYOUT SHALL BE URBAN (LOW SPEED) 200 200 200
ALLOWED AT NIGHT ONLY IF CLEAR LINE OF SIGHT IS AVAILABLE
TO ONCOMING TRAFFIC.

VI=3
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