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CEDAR RAPIDS METROPOLITAN AREA

STANDARD DETAILS FOR PUBLIC IMPROVEMENTS
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Notes:

1. Fiberglass poles will be used for mounting traffic signal equipment

such as wireless repeaters.  All poles shall be new material from the

manufacturer.  All poles shall be set vertical and plumb.  Poles shall

be located such that the closest part of the pole is not less than 10

feet behind the curb, or at a location as shown on the plans.

2. All poles shall be direct burial type poles.

3. Poles shall be tall enough to provide 20-feet mounting heights as

measured from finished grade.

4. Poles shall be one of the following, or an approved equal:

Shakespeare Co. Catalog No. BHW24

CMT/Marathon Catalog No. SB24-D-50-85BK

W.J. Whatley, Inc. Catalog No. RT34-20-DE-TXT-DB2--DTC

5. Basic features include the following:

a.  Overall Length: 24 feet (Nominal)

b.  Nominal Mounting Height: 20 Feet

c.  Pole shall be round, tapered configuration and shall have flared

base to prevent rotation.  Outside diameter at ground line: approx.

7-inches.

d.  Pole shall have a removable cap.

e.  Furnished handhole (minimum 2-in x 5-in), located 66-in above

pole base.

f.  Furnished 1-1/4 inch minimum grommeted hole for wire entry,

located approximately 24-in above pole base.

g.  Pole shall be designed to be breakaway per AASHTO

Breakaway Specifications.

6. Structural features shall include the following:

Suitable for post-top luminaire having a weight of 100 lbs and

effective projected area of 3.5 square feet; in an 80 MPH wind with a

1.3 gust factor.

7. Mechanical features shall include the following:

a.  Color shall be Dark Bronze.

b.  Finish shall be natural textured.

c.  Pole laminate shall contain colored pigment to match color of

final coating.  Coloration shall be uniform throughout the entire

length of pole.  Pole shall have a final exterior coating of

polyurethane minimum 2 mil. dry thickness.

d.  Pole shall be resistant to effects of weather and ultra violet light.


