PRECAST MANHOLE SECTIONS
(SEE STANDARD SANITARY

MANHOLE DETAIL) —\

INSTALL PIPE FLUSH
W/INSIDE WALL OF MH

FLEXIBLE WATERTIGHT PIPE
/ CONNECTOR, SEE NOTE 1

\ /» 18"—-24" FLEXIBLE
<——‘ / CONNECTOR
. |

L]
) T SANITARY
2 2 SEWER
s "4 | | =—CL52 MECHANICAL JOINT D.I.P.
5, OR PVC DR18 PIPE AND FITTINGS
o~ =
6 :]L 90" ELBOW
e e LONG SWEEP
< 07 VI E <
. ‘an e

e ea T e PLACE PCC TO
SUPPORT ELBOW

NOTES:
1. IF MANHOLE IS BUILT NEW WITH DROP—IN CONNECTION, USE A-LOK

CONNECTOR, IF DROP—IN CONNECTION IS RETRO—FITTED, STANDARD DETAIL

2300-046 APPLIES.
2. DIP TEE SHALL BE CLASS 52 MECHANICAL JOINT, ALL LEGS. RUN AND BRANCH

SAME DIAMETER AS SANITARY SEWER.

SANITARY SEWER EXTERNAL DROP

IN MANHOLE
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PRECAST MANHOLE SECTIONS
(SEE STANDARD SANITARY

MANHOLE DETAIL) —\

FLEXIBLE WATERTIGHT PIPE
RELINER INSIDE CONNECTOR, SEE NOTE 2

DROP BOWL

SECURED WITH FLEXIBLE
Ky STAINLESS I IV CONNECTOR
STEEL BOLTS |

e

FLEXIBLE COUPLING—

SEE NOTE 1
AWWA C900 PIPE——1_| "4

e

RELINER STAINLESS STEEL—1_|

STRAPS (2 MIN.) SECURED
TO WALL WITH SS FASTENERS

90° AWWA C900

NOTES:

1. 5—FT MIN. DIAMETER REQUIRED IF INTERNAL DROP INSTALLED.

2. IF MANHOLE IS BUILT NEW WITH DROP—IN CONNECTION, USE A—LOK CONNECTOR,
IF DROP IN CONNECTION IS RETRO—FITTED, STANDARD DETAIL 2300—046 APPLIES.

SANITARY SEWER INTERNAL
DROP IN MANHOLE
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