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NOTES:

1. SEE 2700 SERIES DETAILS
FOR PCC JOINT TYPES.
1.5 % CROSS SLOPE OR
AS SHOWN IN CONTRACT
DOCUMENTS

2.
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REINFORCING BAR LIST

BAR | LOCATION SHAPE NO. LENGTH LIN. FT. WEIGHT SPACING
5a1 BASE 5 3-8” 18 12 14"
5a2 BASE 4 4'-8" 19 13 14 1/2"
5b1 TOP 2 4-8" 9 10 SEE DETAIL
5b2 TOP 4 33" 13 14 SEE DETAIL
5b3 TOP 3 4-8" 14 15 SEE DETAIL
-3 1 12
5¢c1 WALLS 5 12"
83" 4 44
3-6"
5c2 WALLS VARIES VARIES VARES | 6"
40_6”
3'-6" 40 43
5¢c3 WALLS 10 12"
© e 100 106
11'-4" 68 45
5cl INSERT 6 SEE DETAIL
19'—4" 116 77
NOTES:

1. ALL REINFORCING BARS SHALL BE ASTM A615, GRADE 60.

2. DIMENSIONS SHOWN HEREON ARE FOR THE CONSTRUCTION OF A NORMAL 6 INCH

CURB AS A PART OF THE PAVEMENT.

OTHER CURB SHAPES AND INTAKE DESIGNS WHEN NECESSARY.

MODIFICATIONS MAY BE MADE TO CONFORM TO

3. A CONCRETE FILLET SHALL BE CONSTRUCTED IN THE BOTTOM OF THE INTAKE TO
PROVIDE A SMOOTH CHANNEL THROUGH THE INTAKE.

4. INTAKE BASE AND WALLS SHALL BE CONSTRUCTED TO POINT NOTED PRIOR TO

PAVEMENT CONSTRUCTION. AFTER PAVEMENT CONSTRUCTION, REMAINDER OF WALLS, TOP

AND INSERT SHALL BE CONSTRUCTED.

5. CAST SLEEVED OPENINGS THROUGH WALLS FOR SUBDRAIN IF NECESSARY.

TOP SURFACE OF THE FILLET SHALL
SLOPE APPROXIMATELY 1”/FOOT TOWARD THE CHANNEL.
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