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NOTES: 1.  REQUIRED AT ALL PIPE JOINTS ON CORRUGATED PLASTIC STORM SEWERS, WHERE SO INDICATED IN CONTRACT DOCUMENTS. 2.  HAND EXCAVATE AND USE UNDISTURBED EARTH AS CONCRETE FORM BENEATH PIPE.

AutoCAD SHX Text
FINISHED

AutoCAD SHX Text
GRADE

AutoCAD SHX Text
PIPE L

AutoCAD SHX Text
PER PLANS

AutoCAD SHX Text
2-NO. 5

AutoCAD SHX Text
BAR HOOPS

AutoCAD SHX Text
SEE NOTE 2

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
%%USECTION A-A

AutoCAD SHX Text
F

AutoCAD SHX Text
2-NO. 5

AutoCAD SHX Text
BAR HOOPS

AutoCAD SHX Text
CORR. STORM SEWER AS PER PLANS

AutoCAD SHX Text
UNDISTURBED

AutoCAD SHX Text
SEE NOTE 3

AutoCAD SHX Text
STANDARD DETAILS FOR PUBLIC IMPROVEMENTS

AutoCAD SHX Text
CEDAR RAPIDS METROPOLITAN AREA

AutoCAD SHX Text
APPROVAL DATE: APRIL 2003

AutoCAD SHX Text
REVISION DATE:

AutoCAD SHX Text
REVISION NO.:

AutoCAD SHX Text
FILE NO.:  2600-022

AutoCAD SHX Text
CORRUGATED PLASTIC STORM SEWERS

AutoCAD SHX Text
PIPE ANCHORS FOR

AutoCAD SHX Text
2600-022

AutoCAD SHX Text
NO.


	Sheets and Views
	Layout1


