VARIES 24”7 MIN.—42" MAX.

ADJACENT
PAVEMENT

-

“ CURBING SEE NOTE 1
)
L
o
S SEE NOTE 4 SEE NOTE 3
Y 2.5% SLOPE
[}
o <
[ —
2L EQUAL SPACING
o0
¥ = 12”7 MAX: ®
<o u
)
3" MIN 3" MIN
6" MAX 6" MAX
3 NO. 5x30—INCH EPOXY COATED
BARS, SEE NOTE 4
EQUAL SPACING OF BARS
NOTES:

1. CURBING SHALL BE EITHER TYPE 1 6—INCH INTEGRAL CURBING OR TYPE 2 LOW
PROFILE CURBING AS INDICATED IN CONTRACT DOCUMENTS.

2. IF ADJACENT PAVEMENT IS PORTLAND CEMENT CONCRETE, APRON DEPTH SHALL
MATCH PAVEMENT DEPTH. IF ADJACENT PAVEMENT IS FULL DEPTH ASPHALT CEMENT
CONCRETE, THE APRON DEPTH SHALL BE THE GREATER OF PAVEMENT DEPTH OR
8—INCHES.

3. IF ADJACENT PAVEMENT IS PORTLAND CEMENT CONCRETE, A TYPE KT—2 JOINT
SHALL BE CONSTRUCTED. IF ADJACENT PAVEMENT IS FULL DEPTH ASPHALT CEMENT
CONCRETE, TYPE B—JOINT SHALL BE CONSTRUCTED.

4. |F ADJACENT PAVEMENT IS PORTLAND CEMENT CONCRETE, JOINT SPACING SHALL

MATCH EXISTING OR PROPOSED JOINTS. IF ADJACENT PAVEMENT IS FULL—DEPTH ASPHALT

CEMENT CONCRETE, JOINT SPACINGS SHALL BE 10—FOOT NOMINAL. IN EITHER CASE,
CURB AND GUTTER SECTION SHALL BE SAWN TRANSVERSLY AND SEALED PER DETAILS
"A” OR "B” ON STANDARD DETAIL 2700—021.

FILE NO.:

2700-070

CEDAR RAPIDS METROPOLITAN AREA

APPROVAL DATE: APRIL 2003

STANDARD DETAILS FOR PUBLIC IMPROVEMENTS

REVISION NO.:

1

REVISION DATE: APRIL 2003

CONCRETE CURB—AND—-GUTTER SECTION

NO.
2700-070



AutoCAD SHX Text
VARIES

AutoCAD SHX Text
DEPTH

AutoCAD SHX Text
SEE NOTE 2

AutoCAD SHX Text
2.5% SLOPE

AutoCAD SHX Text
NOTES: 1.  CURBING SHALL BE EITHER TYPE 1 6-INCH INTEGRAL CURBING OR TYPE 2 LOW PROFILE CURBING AS INDICATED IN CONTRACT DOCUMENTS. 2.  IF ADJACENT PAVEMENT IS PORTLAND CEMENT CONCRETE, APRON DEPTH SHALL MATCH PAVEMENT DEPTH.  IF ADJACENT PAVEMENT IS FULL DEPTH ASPHALT CEMENT CONCRETE, THE APRON DEPTH SHALL BE THE GREATER OF PAVEMENT DEPTH OR 8-INCHES. 3.  IF ADJACENT PAVEMENT IS PORTLAND CEMENT CONCRETE, A TYPE KT-2 JOINT SHALL BE CONSTRUCTED.  IF ADJACENT PAVEMENT IS FULL DEPTH ASPHALT CEMENT CONCRETE,  TYPE B-JOINT SHALL BE CONSTRUCTED. 4. IF ADJACENT PAVEMENT IS PORTLAND CEMENT CONCRETE, JOINT SPACING SHALL MATCH EXISTING OR PROPOSED JOINTS. IF ADJACENT PAVEMENT IS FULL-DEPTH ASPHALT CEMENT CONCRETE, JOINT SPACINGS SHALL BE 10-FOOT NOMINAL. IN EITHER CASE, CURB AND GUTTER SECTION SHALL BE SAWN TRANSVERSLY AND SEALED PER DETAILS "A" OR "B" ON STANDARD DETAIL 2700-021.

AutoCAD SHX Text
APRON

AutoCAD SHX Text
ADJACENT

AutoCAD SHX Text
PAVEMENT

AutoCAD SHX Text
CURBING SEE NOTE 1

AutoCAD SHX Text
SEE NOTE 3

AutoCAD SHX Text
3 NO. 5x30-INCH EPOXY COATED BARS, SEE NOTE 4

AutoCAD SHX Text
VARIES 24" MIN.-42" MAX. 

AutoCAD SHX Text
3" MIN 6" MAX

AutoCAD SHX Text
3" MIN 6" MAX

AutoCAD SHX Text
SEE NOTE 4

AutoCAD SHX Text
T/2

AutoCAD SHX Text
EQUAL SPACING 12" MAX.

AutoCAD SHX Text
STANDARD DETAILS FOR PUBLIC IMPROVEMENTS

AutoCAD SHX Text
CEDAR RAPIDS METROPOLITAN AREA

AutoCAD SHX Text
APPROVAL DATE: APRIL 2003

AutoCAD SHX Text
REVISION DATE: APRIL 2003

AutoCAD SHX Text
REVISION NO.: 1

AutoCAD SHX Text
FILE NO.:  2700-070

AutoCAD SHX Text
CONCRETE CURB-AND-GUTTER SECTION

AutoCAD SHX Text
2700-070

AutoCAD SHX Text
NO.


	Sheets and Views
	Layout1


