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NOTES: 1.	SIDEWALK IS 4" MINIMUM THICKNESS. SIDEWALK THROUGH DRIVEWAYS SIDEWALK IS 4" MINIMUM THICKNESS. SIDEWALK THROUGH DRIVEWAYS IS 5" MINIMUM THICKNESS, OR THE DRIVEWAY THICKNESS, WHICHEVER IS GREATER. SIDEWALKS THROUGH ALLEYS IS 7" MINIMUM THICKNESS. 2.	1/2" EXPANSION MATERIAL REQUIRED AT PROPERTY LINE AND 1/2" EXPANSION MATERIAL REQUIRED AT PROPERTY LINE AND DRIVEWAYS AND EACH 75 FT. INCREMENT ALONG LENGTH OF SIDEWALK. 3.	TOLERANCE ON RIGHT-OF-WAY GRADING IS 0.5%. SUBJECT TO TOLERANCE ON RIGHT-OF-WAY GRADING IS 0.5%. SUBJECT TO PROVIDING MINIMUM SLOPE TO AVOID PONDING WATER. 4.	HORIZONTAL TOLERANCE IN SIDEWALK LOCATION IS   2" ON STRAIGHT HORIZONTAL TOLERANCE IN SIDEWALK LOCATION IS ± 2" ON STRAIGHTAWAY AND ±4" ON CURVES.
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SEE NOTE 3 SLOPE - 6"&6" CURB ALL SETBACKS 2% (MIN.) 4% (TYP.) 8% (MAX.) SLOPE - 3.25" ROLL CURB WITH SIDEWALK SETBACK 8' OR GREATER 6% (MIN.) 8% (MAX.) SLOPE - 3.25" ROLL CURB WITH SIDEWALK SETBACK LESS THAN 8' 8% (MIN.) 10% (MAX.)
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SAW OR PROVIDE TOOLED JOINT WITH 1/2" GROOVER
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SLOPE 1.6% NOMINAL 2.0% MAX.
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