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BASEMENT AREA

(FINISHED OR UNFINISHED)

1ST  FLOOR

EX. SEWER STACK

SANITARY SEWER

BASEMENT

FLOOR

DRAIN

EXISTING

SUMP PUMP IN

SUMP PIT

OUTSIDE

GRADE

BASEMENT

WALL (TYP.)

DISCONNECT EX. ILLEGAL CONNECTION

FROM FLOOR DRAIN, SEWER STACK OR

OTHER POINT OF CONNECTION, REMOVE PIPE

BACK TO SUMP PIT AND CAP

CONNECT NEW PIPE TO

EX. DISCHARGE PIPE

1ST FLOOR

JOIST (TYP.)

INSTALL NEW DISCHARGE PIPE (2"

O.D. PVC SCH 40)  AND SECURELY

ATTACH TO BASEMENT WALL

SANITARY DISCHARGE

FROM HOME'S

PLUMBING FIXTURES

COORDINATE CEILING

PENETRATION LOCATION

WITH HOMEOWNER

COORDINATE LOCATION OF DISCHARGE WITH HOMEOWNER:

- GREATER THAN 10' AWAY FROM PROPERTY LINE

- GREATER THAN 5' AWAY FROM BASEMENT WALL

- DISCHARGE DRAINS AWAY FROM HOME.

BASEMENT CEILING

UP TO 15'

FROM

SUMP PUMP

(ADDITIONAL

LENGTH AT

HOMEOWNER

EXPENSE)

BACKWATER

PREVENTION DEVICE

(ZOELLER 1.5" FULL

FLOW CHECK VALVE

OR EQUAL)

DRAWING NOT TO SCALE

SHOWN FOR DIAGRAMATIC PURPOSES ONLY

CORE PIPE THROUGH FLOOR JOIST AND SIDING.

SEAL DISCHARGE EXIT POINT WITH EXTERIOR

RATED SILICONE

ANY ADDITIONAL

ARMORING/TREATMENT

OF DISCHARGE AT GRADE

AT HOMEOWNERS COST

(IF REQUESTED)
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