NEW CONCRETE SIDEWALK. MAX RUNNING

SLOPE OF SIDEWALK IS 5% AND MAX CROSS

SLOPE IS 2.08%.
4" COMPACTED GRANULAR FILL

#5 BARS AT 6"
EACH WAY

#5 BARS AT 6" O.C. EACH WAY

NEW 6" CONCRETE SIDEWALK. MAX —
RUNNING SLOPE OF SIDEWALK
SHALL BE 5% AND MAX CROSS

SLOPE IS 2.08%.

EXISTING COMPACTED
GRAVEL FILL

— ELEVATION FOR TOP OF
NEW CONCRETE TO BE

EVEN WITH THE

8" COMPACTED GRANULAR FILL— ELEVATION OF THE
PAVEMENT.
R o R o R o R

SIDEWALK TRHOUGH DRIVEWAY DETAIL

27" AFF (HARD DIMENSION)

DEPTH EQUAL
TO SINK DEPTH

2" RETURN 2" RETURN—\
4 \

1

1/8" BENT PLATE BOX TO SERVE AS —
CANE DETECTABLE "BOX" WITH

HOLES TO ALLOW FOR DRILLING

INTO WALL; TO BE PAINTED IN

COLOR SELECTED BY OWNER.

ANCHOR BOLTS
ACCESS HOLE

SCALE: 3/4" = 1'-0"

—+— 27" AFF (HARD DIMENSION) —3

@ CANE DETECTABLE BAR DETAIL

SCALE: 1" = 1'-0"

NEW CONCRETE SIDEWALK. MAX RUNNING
SLOPE OF SIDEWALK IS 5% AND MAX CROSS
SLOPE IS 2.08%.

4" COMPACTED GRANULAR FILL
6X6X1.4X1.4 WWM TYP.

12" MIN—

——NEW CONCRETE LANDING. MAX
SLOPE OF 2.08% IN ALL
DIRECTIONS. MINIMUM DEPTH

NEW CONCRETE SIDEWALK.
MAX RUNNING SLOPE OF
SIDEWALK IS 5% AND MAX

6X6X1.4X1.4 WWM TYP.

NEW CONCRETE SIDEWALK/LANDING.
MAX SLOPE OF LANDING IS 2.08% IN ALL
DIRECTIONS. MAX RUNNING SLOPE OF
SIDEWALK IS 5% AND MAX CROSS SLOPE
IS 2.08%.

4" COMPACTED GRANULAR FILL—

OF LANDING SHALL BE 60".
CONCRETE SHALL BE OVER 4"

CROSS SLOPE IS 2.08%.
CONCRETE SHALL BE OVER 4"

— ELEVATION FOR

TOP OF NEW COMPACTED GRANULAR FILL. COMPACTED GRANULAR FILL.

CONCRETE TO — 6X6X1.4X1.4 WWM TYP.

MATCH THAT OF

THE EXISTING

GROUND. ~——— MAX SLOPE 1:48 ——=
—<——— MAX SLOPE 1:20

e e e

SIDEWALK DETAIL

?

ACCESSIBLE
RESTROOM IN
TOWER 1

BRAILLE

ACCESSIBLE RESTROOM DIRECTIONAL SIGN

SCALE: 3/4" =1'-0"

BEVELED DOOR TRANSITION STRIP AND DOOR
THRESHOLD TO CORRECT CHANGE IN LEVEL

SLOPEMAX 1:12

MAX CHANGE IN LEVEL
HEIGHT 1/4"

@ CHANGE IN LEVEL TRANSITION STRIP

SCALE: 6" = 1'-0"

SCALE: 3" = 1'-0"

4

34"-38" AFF

NEW CONCRETE RAMP. MAX
RUNNING SLOPE OF RAMP IS 8.33%
AND MAX CROSS SLOPE IS 2.08%.
CONCRETE SHALL BE OVER 4"
COMPACTED GRANULAR FILL.

—12" MIN

—=+—— MAX SLOPE 1:48

1:12
- MAX SLOPE

SIDEWALK, RAMP, AND LANDING DETAIL

SCALE: 3/4" =1'-0"
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